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[ SC-TP0104P6 ]

• Passive transceiver with the voltage down converter
  (48V to 12Vdc 500mA)
• Video transmission up to 900m with 
   SC-UR0409AP, SC-UR0809AP
• Excellent interference immunity
• Easy installation with BNC-M Harness
• Low infrastructure cost with easy maintenance
• Support LED indicator for checking power status 

Features

[ SC-TP0104P6 ]
Distance
900m

Noise
Clean

The SC-TP0104P6 is a 1 ch passive transceiver with voltage down converter
(48Vdc to 12Vdc). Together with SeeEyes SC-UR0409AP, SC-UR0809AP, it can 
transmit Video and power up to 900m via CAT.5 UTP  cable.  As it is compatible 
with various applications, it can be linked with any type of analog camera or DVR.

Optimum composition

[ SC-JPDXX][ SC-UR1618A][ SC-UR0809AP ]

MODEL SC-TP0104P6
CVBS 1.0Vp-p, 75Ω

Balanced Difference Signal

DC48V(RJ-45)

DC12V / 0.5A[MAX.](DC-F, M Harness)

6MHz

900m (with the SC-UR0409AP, SC-UR0409AP)

RJ-45 or BNC Harness

RJ-45 or BNC Harness

-10°C ~ +50°C / 0 ~80% 

Aluminum / 230g 

93(W) x 92.5(H) x 35(D)

Specifications
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Connection Diagram

It is the economic transceiver (transmitter + receiver) that transmits the video from CCTV 
camera up to max. 400m over one CAT. 5 UTP cable. The power loop through via 
harness as well. As it is compatible with various applications, it can be linked with any 
type of camera and/or DVR.

Adaptor

Monitor

• Video transmission up to Max 400m
• Passive operation 
• Excellent interference immunity
• Easy of installation with BNC harness
• Compact size 
• Low infrastructure costs with easy maintenance 
• DC power jack (SC-TP0104LD) for camera working
• RJ-45 connector type (SC-TP0104LD)
• 2pin terminal block type (SC-0104C)

Features

Video In/Out
Video In/Out 

POWER 
 
Bandwidth 

Max. Distance (CAT.5) 

Temperature / Humidity

Casebody / Weight

Dimension (mm)

INPUT
OUTPUT

INPUT
OUTPUT

MODEL SC-TP0104LD(Passive Tranceiver)
CVBS 1.0Vp-p, 75Ω

Balanced Differential Signal

DC power for camera(DC-M Harness)

Loop Through(DC-F, M Harness)

6MHz

400m

DC-F & BNC-M Harness or DC-M & BNC-M Harness

RJ-45 or BNC-M Harness

-10°C ~ +50°C / 0 ~ 80%

PVC / 50g

46(W) x 22(H) x 22(D)

Specifications
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Max. Distance (CAT.5) 

Temperature / Humidity

Casebody / Weight

Dimension (mm)  
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MODEL SC-TP0104C(Passive Transceiver)
CVBS 1.0Vp-p, 75Ω

Balanced Differential Signal

6MHz

400m

2P Terminal Block or BNC-M

2P Terminal Block or BNC-M

-10°C ~ +50°C / 0 ~ 80%

ABS / 20g

56(W) x 17(H) x 17(D)
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